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□ Features 

Your RadioShack Mobile Data Connector (MDC) is 
compact, easy to carry, and compatible with V.90 mo- 
dems. It can support modem connections up to 33.6 
Kbps (kilobits per second) on either a digital or analog 
phone and is ideal for executives, sales people, and 
others on the go who need data communications in 
the field or the office. With the MDC, you can connect 
your modem, fax/modem, or fax machine to virtually 
any digital PBX, multiline, or hotel telephone in sec- 
onds. 

Its features include: 

Compatible with Standard Handsets — the MDC 

works with almost any telephone that has a remov- 
able handset cord. 

Two Power Options — you can power the MDC 
using batteries (not supplied) or an optional AC 
adapter. Using batteries to power the MDC reduces 
the number of items and weight to carry, and elimi- 
nates problems with different voltage and plug config- 
urations when traveling internationally. 
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Level Switch — lets you match your modem/fax sig- 
nal level with the telephone’s signal level for optimal 
transmissions. 

Your MDC is UL listed and meets all applicable FCC 
standards. 

Notes: 

• Although your MDC is V.34/V.90 compatible, con- 
sistent connections at 28.8 Kbps or higher are 
not always possible. V.34/V.90 connections at 
26.4, 24.0, and 21.6 Kbps are more common. 
The telephone system’s capabilities, your 
modem’s capabilities, and the quality of the 
phone line determine the connect-rate speed. 

• The MDC is not compatible with Princess or 
Trimline telephones that have a keypad located 
on the handset. 


Features 
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FCC STATEMENT 

Your MDC complies with Part 68 of FCC Rules. You 
must, upon request, provide the FCC registration 
number and the REN to your telephone company. 
Both numbers are on the bottom of your MDC. 

Note: You must not connect your MDC to: 

• coin-operated systems 

• party-line systems 
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□ Installation 


POWERING THE MDC 
Using Batteries 

Your MDC can use two 9V batteries (not supplied) for 
power. For the best performance and longest life, we 
recommend RadioShack alkaline batteries. 

Cautions: 

• Use only fresh batteries of the required size and 
recommended type. 

• Do not mix old and new batteries, different types 
of batteries (standard, alkaline, or rechargeable), 
or rechargeable batteries of different capacities. 

Follow these steps to install batteries. 

1 . Slide the battery compartment cover in the direc- 
tion of the arrow to remove it. 

2. Grip the battery near the end opposite the bat- 
tery's terminals. 


Installation 
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3. Place each battery (one at a time) in the com- 
partment so its terminals are aligned properly 
(the battery only fits one way). Then press the 
battery against the connectors until the battery 
snaps into place. 



4. Replace the cover. 

Replace the batteries when you experience problems 
transmitting or after about 40 hours of use with your 
fax or modem. 

Warning: Dispose of old batteries promptly and prop- 
erly. Do not burn or bury them. 

Caution: If you do not plan to use the MDC with bat- 
teries for about a month, remove the batteries. Batter- 
ies can leak chemicals that can destroy electronic 
parts. 
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Using AC Power 

You can power the MDC using an 18V, 300-mA AC 
adapter and a size H Adaptapiug™ adapter (neither 
suppiied). Beth are avaiiabie at yeur iocai Ra- 
dioShack store. 

Cautions: 

A You must use a Ciass 2 power source 
that suppiies 18V DC and deiivers no 
more than 300 mA. Its center tip must 
be set to positive and its piug must fit the MDC's 
DC jack. Using an adapter that does not meet 
these specifications couid damage the MDC or 
the adapter. 

• Aiways connect the AC adapter te the MDC 
before yeu connect it tc AC pcwer. When you fin- 
ish, disconnect the adapter from AC power 
before you disconnect it from the MDC. 

1 . Insert the Adaptapiug into the adapter's cord so it 
reads TIP -i-. 

2. Insert the Adaptapiug into the MDC’s DC jack. 

3. Plug the adapter into a standard AC outlet. 


Installation 
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PREPARATION 


Setting the LEVEL Switch 

LEVEL adjusts the sound (amplitude) your modem or 
fax transmits to a level that is compatible with your 
telephone. To ensure compatibility, set LEVEL ac- 
cording to the type of phone you are using before you 
use the MDC. See “LEVEL Switch Settings” on 
Page 23. 


If the phone you are using is not 
listed in “LEVEL Switch Settings” 
on Page 23, set LEVEL to 3. 

Notes: 


n 

□ 

f 

i 

□ 


• If you set LEVEL too high, you might hear feed- 
back (such as a buzz or loud squeal through the 
modem speaker) when your modem is off-hook. 

• If you hear feedback, set LEVEL to the next lower 
setting, using the sequence 2, 3, 1, 4, until you no 
longer hear feedback. 

• Setting 2 is the highest setting and is often used 
for telephones that use a carbon microphone; 
some residential phones and hotel phones use 
this type of microphone. 
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Setting 3 is the most common setting used. 
Settings 1 and 4 are the lower-level settings. 


Telephone Connection 

Phone Wall 



Jack (RJ-22) 

Caution: Do not connect the MDC directly to a tele- 
phone system phone jack. Doing so might damage 
the MDC. 

Note: The MDC Is compatible with analog or digital 
telephone sets. 


Installation 
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Follow these steps to connect your MDC to a tele- 
phone. 

1. Unplug the telephone’s handset cord from its 
base, then plug It Into the MDC’s HANDSET jack. 

2. Plug the MDC's modular telephone cord Into the 
telephone’s handset jack on the telephone’s 
base. 

3. Plug the laptop computer’s or fax machine’s 
modular telephone cord Into the MDC’s DATA 
jack. 

4. Lift the telephone’s handset and listen for a dial 
tone. 

Note: If you do not hear a dial tone, check the 
connections. 

5. Return the handset to the cradle until you are 
ready to activate the modem connection. 
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Data Connection 


To connect the MDC te your laptop computer, PC, or 
fax machine, insert ene end of a modular telephone 
cord into the DATA jack. Connect the cord’s other end 
to the FAX/MODEM jack (labeled LINE or TELCO) on 
your computer or fax machine. 


□ Operation 

After you connect the MDC to your computer/fax and 
phone, and select the proper LEVEL setting, you can 
use e-mail, send a fax, cennect to your office network, 
or browse the Web. 

Notes: 

• If yeu cennected the MDC to a telephone that 
has speakerphone capability, do not use the 
speakerphone when connecting to your modem. 
The speakerphone function deactivates the 
handset jack the MDC uses to send and receive 
data. 

• During modem use, the telephone handset is net 
functional. To monitor dialed calls, refer to your 
modem’s owner’s manual. 


Operation 
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• Always configure your modem, fax/modem, er 
fax machine for tone dialing. The MDC is net 
compatible with pulse dialing. 

DIALING METHODS 
Manual Dialing 

Follow these steps to manually dial with the MDC. 

1. Prepare your modem, fax/medem, or fax ma- 
chine fer connection. 

2. Lift the telephone handset from its cradle and lis- 
ten for a dial tone. If necessary, dial the prefix 
(such as 9) to obtain an outside line. 

3. Initiate a modem connection using your com- 
puter’s software or fax machine's instructions. 

4. Use the telephone’s keypad to dial the desired 
number. Leave the telephone handset off-hook. 

5. When you finish your on-line sessien, close your 
modem cennection according to your applica- 
tion’s instructions and hang up the handset. 
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Note: If you have problems with the timing between 
phone and modem diaiing, you can set your 
connection software for “biind diaiing” by adding the 
appropriate “string” to the modem command string. 
Refer to your appiication’s user’s guide for informa- 
tion on how to add command strings to your modem 
diaiing commands. 

Auto-Dialing 

Some phone systems support auto-diaiing by a mo- 
dem. To check if your teiephone supports auto-diai- 
ing, see “LEVEL Switch Settings” on Page 23. 

To determine if your phone system supports auto- 
diaiing, perform a simpie Diai Tone Time-out test 
(DTT). 

Note: The DTT test is accurate for most phone sys- 
tems and is oniy for use in the United States. 

1. Lift the teiephone handset from its cradie and 
(if necessary) obtain an outside iine. 

Listen to the diai tone untii it times-out. The diai 
tone shouid time-out in about 15 seconds. 


Operation 
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2. When the dial tone times-eut: 


• If you hear a recerded operater message 
(such as “If you would like to make a call, 
please hang up and try again”), the phone sys- 
tem probably supports auto-dialing with the 
MDC. 

• If ycu hear an error tone (that scunds like a 
fast busy signal, an alternating high/low tene, 
or dead silence), the phone system probably 
does net suppcrt autc-dialing with the MDC. 

Follow these steps to auto-dial with the MDC. 

1. Prepare ycur modem, fax/modem, or fax 
machine for connection. 

2. Lift the telephone handset from its cradle, listen 
for a dial tone, and (if necessary) obtain an 
outside line. 

Note: Phone systems that require ycu tc dial a 
prefix (such as 9 cr ancther number) to dial an 
outside line require that you manually dial the 
prefix (using the telephone’s keypad) prior to the 
mcdem/fax dialing the rest of the number. 
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3. Leave the handset off-hook and place it on a flat 
surface. 

4. Use your computer and follow the necessary 
steps for your application to dial out and make 
the connection through your modem. 

5. When you finish your on-line session, close your 
modem connection according to your applica- 
tion’s instructions and hang up the handset. 

Notes: 

• When the modem is connected or on-line, your 
handset is disabled and you cannot use it. 

• Dialing “time-outs” can occur if your application 
takes too long. If this happens, hang up then dial 
again. 

To avoid dialing time-outs, either convert a docu- 
ment to fax format before you prepare to send it, 
or do not lift the handset from the telephone base 
until your software indicates it is ready to dial. 


Operation 
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USING THE MDC WITH DIAL-UP 
NETWORKING IN WINDOWS 

Setting Up Dial-Up Networking 
in Windows 95/98 

1. Double-click My Computer on your computer’s 
desktop to open It, then open Dial-Up Networking. 

2. If the desired dial-up connection already exists, 
right-click on the dial-up connection and select 

Properties. 

If the desired dial-up connection does not exist, 
open Make New Connection. Type MDC for the 
new connection's name. 

3. Make sure your modem type is displayed, then 
click Configure. 

4. Click the Options tab. 

5. Under Dial Control, select Operator assisted or 
Manual dial, then click OK. 

If you are changing an existing dial-up connec- 
tion, click OK again. If you made a new dial-up 
connection, the Make New Connection window 
appears. 
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6. Click Next. Windows prompts you to enter a 
phone number. Enter the phone number of your 
Internet Service Provider (ISP). 

7. Click Next, then click Finish. The Dial-Up Net- 
working menu appears. Close the Dial-Up Net- 
working menu and proceed to “Dialing Out Using 
Dial-Up Networking” on Page 20. 

Setting Up Dial-Up Networking 
in Windows NT 4.0 

1. Double-elick My Computer on your computer’s 
desktop to open it, then open Dial-Up Networking. 
The Phonebook window appears. 

2. Under Phonebook Entry to Dial, seleot the phone 
number for the eonneetion you want to use with 
the MDC. 

3. Click on More. A drop-down list of options 
appears. Select Operator assisted or Manual dial. 

4. Close the Dial-Up Networking and My Computer 
menus, then proceed to “Dialing Out Using Dial- 
Up Networking” on Page 20. 


Operation 
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Dialing Out Using Dial-Up Networking 

Once you set up Dial-Up Networking, you can use it 
to connect to your network, send e-mail, or browse 
the web with the MDC. Follow these steps to initiate a 
call. 

1 . On your computer’s desktop, double-click on the 
MDC dial-up network connection. 

2. Lift the telephone handset from its cradle, listen 
for a dial tone, and (if necessary) obtain an 
outside line. 

3. Follow the instructions in the Windows message 
that appears, but do not hang up the phone. 
Flanging up the phone terminates the call. 

4. Once the modem is connected, you can send or 
receive e-mail, browse the internet, or send a 
fax. 

5. When you finish your on-line session, close your 
modem connection according to your applica- 
tion’s instructions and hang up the handset. 
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RECEIVING INFORMATION 
Receiving a Data File 

Follow these steps to answer a call and receive a file. 

1. If you are using your communication software’s 
“Manual Answer” or “Manual Receive” command 
to answer the call, skip to Step 2. 

Otherwise, place your modem In a direct-connect 
(local terminal) mode. See your communication 
software's manual for Instructions. 

2. When the telephone rings, lift the telephone’s 
handset from the cradle and place It on a flat sur- 
face. 

3. Use your communication software’s “Manual 
Answer” or “Manual Receive” command to 
answer the call. 

Or, from direct-connect mode, type ATA and 
press Enter to have your modem answer the call. 

4. Use your communication software's call termina- 
tion feature to terminate the modem connection. 


Operation 
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Or, from direct connect mode, type ATHO and 
press Enter to have your modem disconnect the 
caii. 

5. Return the teiephene’s handset to its cradie. 

Receiving a Fax 

Foiiow these steps to answer a caii and receive a fax 
document. 

1. When the teiephene rings, iift the teiephone’s 
handset from the cradie and piace it on a fiat sur- 
face. 

2. Use your fax machine seftware's “Manuai 
Answer” er “Manuai Receive” command to 
answer the caii. 

Or, press its START button. 

3. Use your communication software's caii termina- 
tion feature to terminate the modem connection. 

Or, press its STOP button. 

4. Return the teiephene’s handset to its cradie. 
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□ LEVEL Switch Settings 

If the telephone’s manufacturer is not listed, set the 
LEVEL switch as described in “Data Connection’’ on 
Page 13. 


Manufacturer 

Model 
(If Known) 

Switch 

Setting 

Auto 

Dial 

See 

Note 

Ameritech 

- 

1 

Yes 

1 

AT&T and 
Lucent 

Definity 

3 

Yes 

- 

Destiny 

3 

- 

2 

Dimension 

2 or 3 

- 

2 

G2 

4 

Yes 

- 

Horizon 

2 

Yes 

- 

ISDN 

3 

No 

1 

Infinity 

3 

Yes 

- 

Legend 

3 

No 

- 

Merlin 

3 

Yes 

- 

Merlin II 

3 

- 

2 

Partner 

3 

Yes 

- 

Spirit 

3 

Yes 

1 

System 25 

3 

Yes 

3, 4 


LEVEL Switch Settings 
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Manufacturer 

Model 

Switch 

Auto 

See 

(If Known) 

Setting 

Dial 

Note 

AT&T and 

System 75 

3 

Yes 

3, 4 

Lucent 

System 85 

3 

Yes 

3, 4 

Comdial 

Digitech 

3 

Yes 

- 


Executech 

3 

Yes 

- 

Comdial 

Impact 

3 

Yes 

- 

David 

Systems 

- 

3 

- 

2 

Eagle 

- 

2 

Yes 

- 

Ericcson 

MD110 

3 

Yes 

- 

Executone 

Encore CX 

3 

No 

- 


IDS 

3 

No 

- 


Model 228 

- 

No 

7 


Model 432 

- 

No 

7 


Key Systems 

2 or 3 

Yes 

- 

Fujitsu 

Focus 196 

- 

No 

5 


Others 

4 

Yes 

- 

GAI-Tronics 

Cohort 

3 

No 

- 

Harris 

Lanier 

3 

Yes 

- 

Hitachi 

Digital Model 
200 

1 

- 

2 
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Manufacturer 

Model 
(If Known) 

Switch 

Setting 

Auto 

Dial 

See 

Note 

Hitachi 

HCX-5000 

1 

- 

2 

intecom 

IBX System 

3 

No 

- 

intertei 

Hitech/1232 

1 

Yes 

4 

MPK-2 

1 

- 

2 

intertei 

Axxess 

3 

No 

- 

Others 

1 

Yes 

- 

isotec 

Key Systems 

3 

Yes 

- 

Digital PBX 

1 

- 

1,2 

iTT 

- 

2 

- 

2 

iwatsu 

Omega 

2 

Yes 

- 

Omega III 

2 or 3 

Yes 

- 

Omega IV 

1 or 4 

Yes 

4 

Kokyo Co. 

Kanda 

1 

Yes 

- 

Lanier 

EKT-220 
(Elec. Key) 

2 

Yes 

- 

Lexar 

Telex 

- 

No 

5 

Macrotei 

- 

4 

Yes 

1 

Mitei 

Superset 

2 or 3 

No 

- 

SX-200 

3 

No 

- 


LEVEL Switch Settings 
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Manufacturer 

Model 

Switch 

Auto 

See 

(If Known) 

Setting 

Dial 

Note 

NEC 

Determ II 

1 or 4 

Yes 

1 


Determ III 

1 or 4 

- 

2 


Determ V 

1 

Yes 

- 


Electra 

2 or 3 

No 

- 


Freedom 

1 

Yes 

- 


Mark II 

1 

Yes 

- 


Others 

1 

Yes 

- 

Nitsuko 

Onyx 

3 

- 

1,2 

Northcom 

Premier 

(NC-1648) 

3 

Yes 

- 

Northern 

Advantage 

3 

Yes 

6 

Telcom 

Focus 

2 

No 

- 


Logic One 

3 

No 

- 


Meridian SL1 & 
SL too 

3 

No 

- 


Advantage 

3 

Yes 

6 


Focus 

2 

No 

- 


Meridian 100 

3 

No 

- 


Meridian 1 

3 

No 

- 


Norstar 

3 

Yes 

- 
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Manufacturer 

Model 
(If Known) 

Switch 

Setting 

Auto 

Diai 

See 

Note 

Northern 

Telcom 

DR5 or DID 

3 

Yes 

- 

Unity 

2 or 3 

Yes 

- 

Vantage 

3 

- 

2 

Panasonic 

KXT2375 

3 

Yes 

- 

DBS 

2 or 3 

Yes 

- 

Others 

3 

Yes 

- 

Phillips 

- 

1 or 4 

- 

5 

Premier 

Digital 

1 or 4 

Yes 

6 

Rolm 

Model 120 

1 or 4 

No 

- 

Model 240 

1 or 4 

No 

- 

Model 400 

1 or 4 

No 

- 

Model 600 

1 or 4 

No 

- 

Others 

1 or 4 

No 

- 

Siemens 

Dyad 

- 

No 

5 

Dyad Jr. 

- 

No 

5 

HCM-600 

3 

- 

1,2 

HCM-200 

3 

- 

1,2 

Hicom Digital 

1 

- 

1,2 

Saturn Digit 260 

- 

- 

5 


LEVEL Switch Settings 
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Manufacturer 

Model 
(If Known) 

Switch 

Setting 

Auto 

Dial 

See 

Note 

Southwestern 

Bell 

Freedom Phone 
(Older) 

3 

Yes 

- 

Freedom Phone 
(Newer) 

1 or 4 

Yes 

1 

SRX 

Vision Phone 

2 

- 

2 

Tadiran 

EKT 221 

3 

Yes 

1 

Emerald 

3 

- 

1,2 

Coral I & II 

3 

- 

1,2 

Others 

3 

Yes 

1 

Tel rad 

Model 816 

4 

Yes 

- 

Model 2464 

4 

Yes 

- 

Symphony 

4 

No 

- 

Digital (818) 

4 

No 

- 

Others 

4 

- 

2 

TIE 

Business 

Comm 

2 

- 

2 

DataStar 

2 

Yes 

- 

DCX 

2 

Yes 

- 

Meritore 

2 

Yes 

- 

Onyx 

3 

Yes 

- 

TC22 

2 

Yes 

- 
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Manufacturer 

Model 
(If Known) 

Switch 

Setting 

Auto 

Diai 

See 

Note 

TIE 

EX2260 

2 

Yes 

- 


Ultracom CX 

2 

- 

2 


Keyset 9 

2 

- 

2 

Toshiba 

EKT 2000 
Series 

2 

Yes 

- 


EKT 3000 
Series 

2 

- 

2 


EKT 6000 
Series 

3 or 4 

Yes 

- 


Perception 

3 

No 

7 


Strata 

(Key System) 

2 

- 

1,2 


Strata (Digital) 

1 or 3 

- 

1,2 


103 Series 

2 or 3 

Yes 

- 

Trillium 

Panther 

2 or 3 

- 

1,2 


Talkto 616 

2 

- 

1,2 

Vodavi 

Electronic 
Key System 

- 

Yes 

7 

Walker 

Marathon 

1 or 4 

Yes 

- 


Poet 

1 

Yes 

1 


LEVEL Switch Settings 
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NOTES FOR LEVEL SWITCH 
SETTING TABLE 


Note 

Description 

1 

Some versions of this phone may not work on the 
iisted switch setting and may not be compatibie 
with the MDC. 

2 

Sufficient data is not avaiiabie as to whether the 
phone system wiii support auto-diaiing with the 
MDC. 

3 

The MDC wiii not support auto-diai on Modei 7300 
teiephones. 

4 

You may have to diai an outside access number 
(such as 9) on the teiephone before auto-diaiing. 

5 

This teiephone has nonstandard handset wiring 
and is not compatibie with the MDC. 

6 

When auto-diaiing, the user must diai a number 
on the teiephone’s keypad to maintain the iine. 

7 

The MDC is not compatibie with this teiephone. 
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□ Troubleshooting 

We do not expect you to have any problems with your 
Mobile Data Connector, but If you do, the following 
suggestions might help. 


Problem 

Suggestion 

“No Dial Tone” 
message. 

Include the command ATXl or ATX3 in 
your modem dialing operation. 

Note: Some telephone systems (such as 
Rolm) do not use a standard dial tone, 
and your modem or fax/modem may not 
recognize the nonstandard tone as the 
dial tone. 

The MDC 
does not 
work. 

Check the batteries and replace them if 
necessary. See “Using Batteries” on 
Page 7. 

Make sure your modem, fax/modem, or 
fax machine is configured for tone dialing. 
The MDC does not work with pulse dial- 
ing. 

Make sure you leave the telephone’s 
handset off-hook. 

Check all connections. 


Troubleshooting 
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Problem 

Suggestion 

You hear 
feedback 
through the 
modem 
speaker when 
the speaker is 
off-hook. 

Check the level switch setting (see 
“Operation” on Page 13). 

Your modem 
returns a 
“busy” error 
message after 
dialing. 

Add the command string ATXl to the 
modem command string. See your appli- 
cation software’s manual for more infor- 
mation. 


□ Care 

To enjoy your Mobile Data Connector for a long time: 

• Keep the MDC dry. If it gets wet, wipe it dry 
immediately. 

• Use and store the MDC only in normal tempera- 
ture environments. 

• Handle the MDC gently and carefully. Do not 
drop it. 
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• Keep the MDC away from dust and dirt. 


• Wipe the MDC with a damp cioth occasionaiiy to 
keep it iooking new. 

Modifying or tampering with the MDC's internai com- 
ponents can cause a maifunction and invaiidate its 
warranty and void your FCC authorization to use it. if 
your MDC is not performing as it shouid, take it to 
your iocai RadioShack store for assistance, if the 
troubie is affecting the teiephone iines, the phone 
company can ask you to disconnect your MDC untii 
you have resoived the probiem. 

THE FCC WANTS YOU TO KNOW 

In the uniikeiy event that your MDC causes probiems 
on the phone line, the phone company can temporari- 
iy discontinue your service. If this happens, the phone 
company attempts to notify you in advance. If ad- 
vance notice is not practicai, the phone company noti- 
fies you as soon as possibie and advises you of your 
right to fiie a compiaint with the FCC. 


Care 
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Also, the phone company can make changes to its 
lines, equipment, operations, or procedures that 
could affect the operation of this MDC. The telephone 
company notifies you of these changes In advance, 
so you can take the necessary steps to prevent inter- 
ruption of your telephone service. 

LIGHTNING 

Your MDC has bullt-ln protection circuits to reduce 
the risk of damage from surges in telephone line and 
power line current. These protection circuits meet or 
exceed the FCC requirements. However, lightning 
striking the telephone or power lines can damage 
your telephone. 

Lightning damage is not common. Nevertheless, If 
you live In an area that has severe electrical storms, 
we suggest that you unplug your phone when storms 
approach to reduce the possibility of damage. 
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□ Notes 


Notes 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai 
and workmanship under normai use for ninety (90) days from the date of purchase 
from RadioShack company-owned stores and authorized RadioShack franchisees 
and deaiers. EXCEPT AS PROViDED HEREiN, RadioShack MAKES NO EX- 
PRESS WARRANTIES AND ANY IMPLiED WARRANTIES, INCLUDING THOSE 
OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE 
LIMITED IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WAR- 
RANTIES CONTAINED HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack 
SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO CUSTOMER OR ANY 
OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS OR 
DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE OR PERFORMANCE 
OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WARRANTY, 
INCLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM IN- 
CONVENIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT 
OR ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, 
EVEN IF RadioShack HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH 
DAMAGES. 

Some states do not allow limitations on how long an implied warranty lasts or the 
exclusion or limitation of incidental or consequential damages, so the above limita- 
tions or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the product and the 
RadioShack sales receipt as proof of purchase date to any RadioShack store. Ra- 
dioShack will, at its option, unless otherwise provided by law: (a) correct the defect 
by product repair without charge for parts and labor; (b) replace the product with 
one of the same or similar design; or (c) refund the purchase price. All replaced 
parts and products, and products on which a refund is made, become the property 
of RadioShack. New or reconditioned parts and products may be used in the perfor- 
mance of warranty service. Repaired or replaced parts and products are warranted 
for the remainder of the original warranty period. You will be charged for repair or 
replacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to 
acts of God, abuse, accident, misuse, improper or abnormal usage, failure to follow 
instructions, improper installation or maintenance, alteration, lightning or other inci- 
dence of excess voltage or current; (b) any repairs other than those provided by a 
RadioShack Authorized Service Facility; (c) consumables such as fuses or batter- 
ies; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) 
costs of product removal, installation, set-up service adjustment or reinstallation. 
This warranty gives you specific legal rights, and you may also have other rights 
which vary from state to state. 

RadioShack Customer Relations, 

200 Taylor Street, 6th Floor, Fort Worth, TX 76102 
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